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Suggested Tube Types:

Part No.

Audio Primary Impedance

Suggested Tube TypesWatts (Ohms)

1650KP 50 3400 ct 6L6GC, 807, 5881, EL34, 6146B, 6550B

1650KAP 50 3400 ct 6L6GC, 807, 5881, EL34, 6146B, 6550B

1650PAP 60 6600 ct 6L6GC, 807, 5881, EL34, 6146B, 6550B, KT88

Transformateur de sortie pour amplificateurs à tubes (50 à 100
watts) Série 1650P
Push-Pull – Haute-fidélité – Enrobé

Caractéristiques

Pour usage dans des circuits d’amplificateurs de sortie à tubes push-pull.
Se marie parfaitement avec nos Transformateurs de puissance enrobés de la
série 300P.
Protégé par un boîtier en acier tréfilé, le transformateur est complètement enrobé de
résine époxyde.
Réponse en fréquence de 30 Hz to 30 kHz à la puissance nominale maximale (+/- 1 dB
max. à 1 kHz), minimum.
Les conducteurs sont raccordés au moyen de 10 cosses montées sur la face inférieure.
Tous les modèles comportent des prises d’écran à 40 % pour un fonctionnement en mode
ultra-linéaire (au besoin).
Revêtement en poudre noir (assorti à celui de nos transformateurs de puissance de la
série 300P).
Applications types – Push-Pull : sortie audio en mode triode, pentode ultra-linéaire, et
pentode et tétrode.

Galerie

              

     

Part No.

Audio Primary Impedance Max. DC Secondary Impedance Dimensions Weight

Watts (Ohms) Per Side (Ohms) A B C D E F G (lbs.)

1650KP 50 3400 ct 318 ma. 4/8/16 3.31 3.88 4.25 2.50 3.00 3.31 2.56 9

1650KAP 50 3400 ct 318 ma. 4/8/16 3.31 3.88 4.25 2.50 3.00 3.31 1/4-20 x 0.5" Deep Inserts 9

1650PAP 60 6600 ct 200 ma. 4/8/16 3.31 3.88 4.25 2.50 3.00 1.50 1/4-20 x 0.5" Deep Inserts 10

1650RP 100 5000 ct 317 ma. 4/8/16 4.25 5.00 4.50 3.38 4.25 4.50 3.75 13

1650RAP 100 5000 ct 317 ma. 4/8/16 4.25 5.00 4.50 3.38 4.25 4.50 1/4-20 x 0.5" Deep Inserts 13

Des produits de qualité. L'excellence du service.

https://www.hammfg.com/fr/part/1650KP?referer=1042
https://www.hammfg.com/fr/part/1650KAP?referer=1042
https://www.hammfg.com/fr/part/1650PAP?referer=1042
https://www.hammfg.com/fr/product/300p
https://www.hammfg.com/fr/product/300p
https://www.hammfg.com/fr/product/300p
https://www.hammfg.com/fr/product/300p
https://www.hammfg.com/files/products/1650p/pott2.GIF
https://www.hammfg.com/files/products/1650p/pott2.GIF
https://www.hammfg.com/files/products/1650p/pott3.GIF
https://www.hammfg.com/files/products/1650p/pott3.GIF
https://www.hammfg.com/files/products/1650p/pott3b.gif
https://www.hammfg.com/files/products/1650p/pott3b.gif
https://www.hammfg.com/files/products/1650p/sec1.gif
https://www.hammfg.com/files/products/1650p/sec1.gif
https://www.hammfg.com/files/products/1650p/sec2.gif
https://www.hammfg.com/files/products/1650p/sec2.gif
https://www.hammfg.com/files/products/1650p/sec3.gif
https://www.hammfg.com/files/products/1650p/sec3.gif
https://www.hammfg.com/files/products/1650p/pot.jpg
https://www.hammfg.com/files/products/1650p/pot.jpg
https://www.hammfg.com/fr/part/1650KP?referer=1042
https://www.hammfg.com/fr/part/1650KAP?referer=1042
https://www.hammfg.com/fr/part/1650PAP?referer=1042
https://www.hammfg.com/fr/part/1650RP?referer=1042
https://www.hammfg.com/fr/part/1650RAP?referer=1042
https://www.hammfg.com/fr/
https://www.hammfg.com/fr/
https://www.hammfg.com/files/products/1650p/1650p.jpg
https://www.hammfg.com/files/products/1650p/1650p.jpg
https://www.hammfg.com/fr/electronics/transformers/custom/request?type=audio
https://www.hammfg.com/fr/electronics/transformers/custom/request?type=audio
https://www.hammfg.com/fr/electronics/transformers/classic/zone
https://www.hammfg.com/fr/electronics/transformers/classic/zone


4/1/24, 11:20 AM Transformateur de sortie pour amplificateurs à tubes (50 à 100 watts) (Série 1650P)…

https://www.hammfg.com/fr/electronics/transformers/classic/1650p 2/2

Part No.

Audio Primary Impedance

Suggested Tube TypesWatts (Ohms)

1650RP 100 5000 ct 807, 5881, EL34, 6146B, 6550B, KT88

1650RAP 100 5000 ct 807, 5881, EL34, 6146B, 6550B, KT88

Notes: The above examples of possible combinations are to help you narrow down the choices of
transformers for your favorite tube types. How you operate the tubes (push-pull, push-pull parallel, ultra-linear,
class, B+, bias, operating points, etc.) will change optimum plate to plate load impedance. Only a few of the
most popular tubes are shown. As more tubes become available we will add them to the list. A tube manual or
tube manufacturer's technical data sheets should be consulted first, before making a decision on a proper
output transformer.

Les données sont sujettes à changement sans préavisTags: classic transformer, push-pull, tube output, epoxy, potted, triode, pentode,
tetrode, output circuit
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