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PART # QTY. DESCRIPTION

1 1 1472 CONSOLE

2 1 1472_T TURRET

3 1 1472_W WRITING SURFACE

4 8 OR 12 1/4 - 20 RND HD SCREW

5 8 OR 12 1/4 - 20 KEP NUTS

6 8 OR 12 1/4 FLAT WASHER

REMOVE FRONT AND REAR PANELS

ON THE TURRET AS SHOWN.  OPEN

THE TOP DOOR ON THE CONSOLE.

PLACE THE TURRET ON TOP AS

SHOWN AND ALIGN THE SIDES AND

BACK FLUSH WITH THE CONSOLE.

USE THE MOUNTING HOLES IN
BOTTOM OF TURRET AS A TEMPLATE.

MARK AND DRILL .313" (7.9mm) HOLES

THROUGH THE TOP OF THE CONSOLE.

FASTEN THE TURRET TO THE TOP

USING 1/4 - 20 HARDWARE (PARTS 4, 5

& 6).  SEE DETAIL A.

REINSTALL THE FRONT AND REAR
PANELS ON THE TURRET.

ASSEMBLY INSTRUCTIONS FOR TURRET

A)

B)

C)

D)

1/4 Slot Head
Screw Driver

Tape
Measure

3/8" OR 7/16"
Open End Wrench
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ASSEMBLY INSTRUCTIONS

FOR WRITING SURFACE

A)

B)

ALIGN THE WRITING SURFACE (PART

3) TO THE FRONT EDGE OF THE
CONSOLE (PART 1) SO THAT THE SIDES

AND TOP OF THE WIRTING SURFACE

ARE FLUSH WITH THE CONSOLE.  USE

MOUNTING HOLES IN THE WIRTING
SURFACE AS A TAMPLATE.  MARK

AND DRILL .313" (7.9mm) HOLES

THROUGH FRONT FACE OF CONSOLE.

FASTEN WRITING SURFACE TO THE

FRONT FACE OF CONSOLE USING THE

1/4 - 20 HARDWARE (PARTS 4, 5 & 6).

SEE DETAIL B.

Centre
Punch

Drill, use
.313"(7.9mm) Bit


