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106X

Features:

characteristics.

Weight: 1.44 oz.

o Bifilar winding technique used on center tapped units for balanced resistive and capacitive

e Rugged black epoxy potted construction produces a completely sealed unit withstanding severe
environmental conditions including those of MIL-T-27 (Grade 5, Class S).
Frequency response: +1dB 170Hz — 20KHz @ 20dBu
P.C. board mount - square pin type (0.025" square typical)
Peak working voltage rating : 200Vp-p
Maximum operating altitude : 50,000 ft.

ELECTRICAL SPECIFICATIONS

Characteristics Typical
PRI Impedance 500 Ohms CT

SEC Impedance 8 Ohms
Output Power 1500mW

DCRPin1-2 12.69 Ohms +15%
DCRPin2-4 12.83 Ohms £15%
DCRPin5-8 660 mOhms £15%
Dielectric Strength 500V RMS
Temperature class 105°C
PRI Inductance | Impedance 1V @ 1KHz OC
Pin 1-4 555.8mH | 4.56K Ohms
PRI Leakage Inductance 1V @ 1KHz SC
Pin1-4 3.73 mH
DIMENSIONAL DETAILS:
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This drawing and the information in it is the property of Hammond Manufacturing. It may not be reproduced, transmitted or used in any manner whatsoever without the written permission of

Hammond Manufacturing. Data subject to change without notice.



PERFORMANCE GRAPHS:
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106X Frequency Response

RS =500 Ohm RL =8 Ohm @ 1KHz Reference

2
LEGEND
1 (== Mo 20d8u Output
8 ------ 20dBu Output
E 0
oA
< o
8 -2 0 dBu Output
m 3 10dBu Output
o
-4
-5
20 30 4050 70 100 200 300 500 7001000 20003000 5000 10000 20000 50000 90000
FREQUENCY (Hz)
106X THD+N
RS =500 Ohm RL =8 Ohm @1KHz Reference
3
LEGEND
—— 0dBu Output
— — 10dBu Output 20dBu Output
2 |- 20dBu Output
e 0dBu OQutput
o
s
=
& -
T 0
[
-1 10dBu Output
-2
10 20 30 4050 70 100 200 300 500 1000 2000 5000 10000 20000 50000 90000
FREQUENCY (Hz)
106X Phase Shift
RS =500 Ohm RL =8 Ohm @ 1KHz Reference
= 90
® —oaBu out
ey put
] 60 | —— 10dBu Qutput
a ------ 20dBu Qutput 0dBu Output
[«}]
=
=
.
I
$ =30 10dBu Output
7 20dBu Output
% -60
o A
-90

20 30 4050 70 100 200 300 5007001000

FREQUENCY (Hz)

20003000 5000

10000 20000 50000 90000

MEASUREMENT INSTRUMENTS

dScope Series Il Audio Analyzer

Wayne Kerr 3255B with a 3265B Inductance Analyzer
HP 4192a LF Impedance Analyzer

Keithley 2010 DVM

**The results are typical and are subject to normal manufacturing and electrical tolerances.
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