
- 20 GAUGE STEEL BODY PAINTED (RAL 7032)

 - EIGHT 6-32 NICKEL PLATED SCREWS

- 0.064" THICK ALUMINUM PANELS PAINTED ( FRONT PANEL 
BLACK, REAR PANEL RAL 7032)

- FOUR SELF ADHESIVE RUBBER FEET

 EXTRA SCREWS - 1421J6 (6-32 x 1/4 SHEET METAL SCREWS)

ASSEMBLY - VIEW FROM SIDE (OPEN)SECTION  GG-GG

REAR PANEL - VIEW FROM OUTSIDE
FRONT PANEL - VIEW FROM OUTSIDE

DETAIL  HH
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1401K

Contact Factory       mjm@hammondmfg.com for quotes
Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Solid models of this enclosure available in STEP or IGES.

R10.74 mm
[0.423 in]

1.22 mm
[0.048 in]

6.35 mm
[0.250 in]

5.54 mm
[0.218 in]

139.70 mm
[5.500 in]

15.88 mm
[0.625 in]

219.86 mm
[8.656 in]

229.41 mm
[9.032 in]

82.55 mm
[3.250 in]50.80 mm

[2.000 in]

314.30 mm
[12.374 in]

20.65 mm
[0.813 in]

5.16 mm
[0.203 in]

327.36 mm
[12.888 in]

8.15 mm
[0.321 in]

38.10 mm
[1.500 in]

63.50 mm
[2.500 in]

2.44 mm
[0.096 in]0.76 mm

[0.030 in]

2.95 mm
[0.116 in]

1.63 mm
[0.064 in]

251.61 mm
[9.906 in]

162.71 mm
[6.406 in]

R2.44 mm
[0.096 in]

15.88 mm
[0.625 in]

15.88 mm
[0.625 in]

3.18 mm
[0.125 in]

9.53 mm
[0.375 in]

22.30 mm
[0.878 in]

108.74 mm
[4.281 in]

142.88 mm
[5.625 in]

298.86 mm
[11.766 in]

355.60 mm
[14.000 in]254.00 mm

[10.000 in]
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