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END VIEW OF EXPLODED ASSEMBLY
 

SECTION  A-A
 SIDE SECTION VIEW OF EXPLODED ASSEMBLY
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86.51 mm
[3.406 in]

141.33 mm
[5.564 in]

152.83 mm
[6.017 in]

11.22 mm
[.442 in]

.91 mm
[.036 in]

85�°����

n2.82 mm
[.111 in]

 2X

152.83 mm
[6.017 in]

155.34 mm
[6.116 in]

155.57 mm
[6.125 in]

101.60 mm
[4.000 in]

98.86 mm
[3.892 in]

142.64 mm
[5.616 in]

92.08 mm
[3.625 in]

27.67 mm
[1.089 in]

n3.96 mm
[.156 in]

 4X

27.59 mm
[1.086 in]

5.56 mm
[.219 in]

53.98 mm
[2.125 in]

98.86 mm
[3.892 in]

99.77 mm
[3.928 in]

53.16 mm
[2.093 in]

99.21 mm
[3.906 in]

142.88 mm
[5.625 in]

8.61 mm
[.339 in]

101.60 mm
[4.000 in]

147.41 mm
[5.804 in]

6.35 mm
[.250 in]

 2X

6.35 mm
[.250 in]

 2X

155.57 mm
[6.125 in]

Contact Factory       mjm@hammondmfg.com for quotes
Enclosures can be Factory Modified ( Milling, Drilling, Printing etc.)
Solid models of this enclosure available in STEP or IGES.

101.60 mm
[4.000 in]

.91 mm
[.036 in]
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