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(INSIDE LENGTH) Purchased assembly includes box, lid, silicone gasket,
INSIDE LID 4 cover screws and 3 ground screws with washers.

Box and lid are made from Diecast Aluminum Alloy.

SECTION B-B

SIDE VIEW
Recommended cover screw Torque 8.9-10.6 Ibf.in (100 -120 cN.m)

15902137
15902137 Enclosure
15907137

Natural Enclosure

192.07
[7.56]
1[?219? Black Enclosure 15907137BK
DRAWINGS AVAILABLE Grey Enclosure - RAL7001 Gloss 1590Z137GY
FOR STEEL INNER PANEL OR
2[078? Steel Inner Panel 1590Z137PL
15.00 ’ D * Pre-Formed Silicone Gasket (2 Pack) 15902137G
[.59] @ i 72.07 i ‘ Copper Ground Hardware (50 Pack)
! 205] [2.84) 7.38 4.40 [M4 - 0.7 X 6mm / M4 Washer] SCGMA-50
: v [29] [17] Stainless Steel Cover screws (30 pk
188.00 12.47 I M4 -0, 7‘; 30mmv; wop Sco74-30
* [7.40] 1.49] -
AGGEPTS W IAGHIE AGCEPTS M4 MACHINE /MANUFACTURING
GROUND SCREW COVER SCREW ®
SECTION C-C
Dimensions: 1 59021 37
INSIDE BOX mm
linches] www.hammondmfg.com
09.08.2022




