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REV.# REVISION DATE M HAMMOND ELECTRONIC DIVISION
0 RELEASED. DH | 07/15/16 MANUFACTURING. 52RANKIN PLACE, PH #(519) 886-6181
1 added neutral tie to chassis DH | 07/10/18 w “  WATERLOO, ONTARIO, N2J 3Z5 FAX# (519) 886-9540
2 added rafing PH 10518 ] pwe.BY: pytT [CHKDBY: TITLE:  1800VA POWER |DWG. NO.
DATE: 0527116 | DIMENSIONS: IN(X) MM{ ) Wiring Diagram 289MG1800
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3' FOOT
MEDICAL GRADE T 0
NEMA 6-15P PLUG
343.61 mm
[13.528 in]

ASSEMBLY - ISOMETRIC VIEW

ASSEMBLY - VIEW FROM TOP

120 VAC MEDICAL GRADE VENTING LOUVERS A
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SECTION A-A ASSEMBLY - VIEW FROM SIDE Finish - White Powder Paint

Unit Rating - 1800 VA, 50/60 Hz
Rated Input - 240 VAC, 7.81 Amps
Rated Output - 120 VAC, 15.00 Amps
Approvals - cULus listed to UL60601-1 (1st Edition)
& CAN/CSA-C22.2 No. 601.1-M90 (R2005)
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