DIMENSIONS:

1.060" 0.063

0.895" +0.063

0.820" 10.063

1.063" 10.063

0.025" SQ. *0.005

0.600" +0.030

0.018"T X 0.125" 0.005
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0.200" +0.030

STAMP

PRIMARY SECONDARY
1 ° ° 3
2 4

CIRCUIT VOLTAGE: 250V MAX.

PRIMARY ET CONSTANT: 7250V Sec.
MAX. PRIMARY OR SECONDARY PEAK CURRENT:

@ 1% DUTY 2.1A
@ 10% DUTY 0.7A
WEIGHT: 1.20z. (0.075Lbs.)

ELECTRICAL DATA:
6 TESTS CONDITIONS ACCEPTANCE CRITERIA
lex @ 5V, 420Hz, Pin 1 - Pin 2 10mA Max.
Sec. N.L.V | @ 5V, 420Hz, Pin 1 - Pin 2
e Pin3-Pin4=] 5.000vV 2%
Inductance | @ 1V, 1kHz, Pin 1 - Pin 2 51.3mH Min.
DCR @20°C,Pin1-Pin2=| 33100  *15%
@ 20°C,Pin3-Pin4=] 4.460Q +15%
HIPOT PRIMARY - SECONDARY 1500V, 60Hz, 1 SEC
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