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C2T2431F10CE

COLOURS

Finish - Top - Painted Steel 

Rated - 115 VAC, 50/60 Hz, 0.29 Amps

Free Flow Air Delivery - 550 CFM 

          - Finger Guard - Chrome Plated

Approvals - cURus Recognized UL507 and CSA C22.2 No.113   

Black - C2T2431F10CEBK1

Beige - C2T2431F10CECG1

HARDW ARE

6 Screws - RoundHead 8-32 x 1/2"

6 Speed Nuts
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C2T2431F10CE

76.20 mm
[3.000 in]

 TYP

76.20 mm
[3.000 in]

 TYP 225.43 mm
[8.875 in]

 TYP

236.00 mm
[9.291 in]

 TYP

603.25 mm
[23.750 in]

635.00 mm
[25.000 in]

n228.60 mm

[9.000 in]

n93.47 mm

[3.680 in]

5.80 mm
[0.228 in]

92.11 mm
[3.626 in]

5.80 mm
[0.228 in]

2.11 mm
[0.083 in]

16.51 mm
[0.650 in]

6' FOOT 

POWER CORD

25.40 mm
[1.000 in]

 TYP

6.35 mm
[0.250 in]

 TYP

5.56 mm
[0.219 in]

 TYP

ACCESS HOLES

WITH COVER


