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DWG: NTS165221 REV: A
MATERIAL: SAE 1050-1065 REV| ECN DESCRIPTION DATE | ENGR | CHK'D
HARDNESS: HRC 38-42 Al NA RELEASED 18 AUG-16 | KS PB
HEAT TREATMENT: AUSTEMPER
FINISH: ZINC PLATED CR3
10-32 STAMPED ON BOTTOM
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DWG: SCS87100 REV: A

Screw Material: 1022 Low Carbon Steel

Screw Finish: Black Oxide

Washer Material: Black Nylon 6/6

Washer Inside Diameter: 0.203" Reference
Washer Outside Diameter: 0.429"-0.445"
Washer Thickness: 0.024"-0.040"

Washer Must Remain Captive and Free to Rotate
Must Be RoHS And Reach Compliant

Screw Can Be Fully Threaded
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Quadrex

#2R Type-III Square Recess

Penetration Gaging Depth: 0.068"-0.080"
#2 Phillips/Square Recess

Penetration Gaging Depth: 0.088"-0.100"

Harden Per ASME B18.6.3 - Latest Revision - Through Harden: RC 25-38
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\ Flat Washer - See Notes

'‘NOTES: ALL DIMENSIONS ARE IN INCHES
IMAGES ARE FOR ILLUSTRATION PURPOSE ONLY
DATA SUBJECT TO CHANGE WITHOUT NOTICE
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